
Bridgelux Differentiation

•	 25+ years of driving LED industry transformation
•	 Vertical integration across chip, phosphor and package
•	 Broad product portfolio including CSPs, SMDs, COBs and modules
•	 Human centric and dynamic lighting technology leader

Features and Benefits

•	 Multiple LED packages: 1612/2025/2835/3030/3535/3838/5050
•	 Wide Color & CCT Options: 1800–6500K / TW / RGB / RGBW
•	 Up to CRI 98, High efficiency and brightness with excellent lm/W
•	 3838 RGBW 4-in-1 with phosphor converted narrow band Red and 

Green, or Green chip, compatible with Bridgelux 4‑channel drivers
•	 Dual CCT support for CCT-selectable or Tunable White applications 

with the Bridgelux Vesta-Mijia Dual-Channel Controller
•	 IP20–IP68 options for indoor and outdoor applications
•	 Flexible, cuttable design with solder-15ree connector compatibility
•	 Standard 5m reels and long reels up to 50m available
•	 Customized solution are available per customer request 
•	 Decorative, Residential, Commercial, Architectural lighting 

© 2026 Bridgelux, Inc. Product specifications are subject to change without notice. Bridgelux and the Bridgelux stylized logo design are registered trademarks of Bridgelux, Inc. 
All other trademarks are the property of their respective owners.
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LED Strip Product
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Bridgelux Constant Voltage Driver
4-Channel Controller
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Product CCT Range 
(K)

CRI /
color

Part Number 
(BXST-)

Vf
(V)

Pw
(W)

lm 
per 

meter
LPW Width 

(mm)

min. Cut 
length 
(mm)

LED 
Qty/m DS #

F90

(SMD2835)

2700~6500

90

B24xx-1040G312C56-A01

24

9.7 1260 130 5, 8 55.5 126

DS3502
2700+6500 B24xx-10CJG312C63-A01 10 1200 120 6, 8 62.5 192

2700~6500 B2408-1540G316C50-A01 15 1650 110
8

50 120

2700+6500 B2408-15CJG315C71-A01 15 1500 100 71.4 168

CC
(SMD2835) 2700~6500 80 A3608-0740E312C25-A001 36 

(200mA) 6.5 1274 199 8 25.4
(1inch)

157/m
(48/ft) DS3510

WCOB

(SMD2025)

2700~4000

90

W2408-1040G511C25-A01

24

10
1100 110

8 25 280

DS3500
5000~6500 W2408-1065G511C25-A01 1150 115

2700~6500 W2410-1440G519C28-A01 14 1960 140 10 27.8 288

3000+6500 W2410-10CJG511C25-A01 10 1100 110 10 25 640

Neon 3D 
1212 IP67

(SMD2835)
（

3000~6500 90 N24CC-1040G511C39-A01 24 10 1150 110
12*12

38.5 182
DS3506

3000~6500 90 N48CC-1040G512C83-A01 48 10 1250 120 83.3 180

Neon 3D 
1616 IP67

(SMD2835)

3000~6500 90 N24GG-1040G511C39-A01 24 10 1150 110

16*16

38.5 182

DS3507

3000~6500 90 N48GG-1040G512C83-A01 48 10 1250 120 83.5 180

650nm Red N24GG-10RED02C39-A01

24 10

190 19

38.5
182520-550nm Green N24GG-10GRE05C39-A01 500 50

470nm Blue N24GG-10BLU01C39-A01 100 10

6500 / N24GG-10RGB08C39-A01 800 80 96

All at Tsp=25°C. “~” = single CCT; “+” = dual CCT, CCT-selectable/Tunable White via Bridgelux Dual-Channel Controller. For other configurations, contact your BLX sales rep.

LED Strip

https://www.bridgelux.com/sites/default/files/ds3502.pdf
https://www.bridgelux.com/sites/default/files/ds3510.pdf
https://www.bridgelux.com/sites/default/files/ds3500.pdf
https://www.bridgelux.com/sites/default/files/ds3506.pdf
https://www.bridgelux.com/sites/default/files/ds3506.pdf
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CCT 
(K) CRI Vf 

(V)
Drive Current Ratio Per Channel ST10-RGBW1000-07J-A3 ST10-RGBW2000-07J-A3

DS #
White Red Green Blue P (W) Flux (lm)  LPW P (W) Flux (lm)  LPW

1800

95 24

40.78% 53.33% 5.88% 0.00% 9.6 803 84 16.9 1289 76

DS585

2200 44.71% 42.98% 11.53% 0.78% 9.6 889 93 16.7 1425 85

2700 44.71% 35.10% 17.18% 3.02% 9.6 949 99 16.8 1518 91

3000 44.71% 30.39% 20.27% 4.63% 9.6 979 102 16.7 1561 94

3500 43.14% 26.47% 23.53% 6.86% 9.6 990 104 16.6 1581 95

4000 40.00% 23.53% 27.29% 9.18% 9.6 999 105 16.4 1593 97

5000 34.90% 20.00% 31.49% 13.61% 9.5 988 105 16.4 1566 96

5700 32.94% 18.00% 33.06% 16.00% 9.5 983 104 16.3 1555 96

6500 30.20% 16.47% 34.71% 18.63% 9.5 978 103 16.4 1548 94

RGBW Strip — Color Tunable Along BBC, Constant Flux @1800K–6500K, CRI 95, 1 m (3.28 ft)

All measurements are at Tsp=25°C. Additional electrical configurations and product options are available, please consult your Bridgelux sales representative.

LED Strip RGBW & 3CCT

Color λd
(nm)

Voltage 
(V)

BXEB-ST10-RGBW1000-07J-A3 BXEB-ST10-RGBW2000-07J-A3

Typ. Power (W) Typ. Flux (lm) Typ. Power (W) Typ. Flux (lm)

Red 617 24 9.6 411 664 588

Green 536 24 9.8 1501 2440 2954

Blue 463 24 10.0 180 278 332

White 2500K  70CRI 24 9.8 1229 2018 2256

CCT 
(K) CRI Voltage 

(V)
Drive Current Ratio Per Channel BXEB-ST10-3CCT2000-07J-C3

P0 P0 P1 P2 Power (W) Flux (lm) LPW

1800

95 24

45.54% 45.54% 8.93% 0.00% 16.8 1031 84

2200 32.87% 32.87% 30.77% 3.50% 16.8 1186 93

2700 20.83% 20.83% 47.92% 10.42% 16.8 1328 99

3000 15.15% 15.15% 53.03% 16.67% 16.8 1400 102

3500 9.21% 9.21% 55.26% 26.32% 16.8 1481 104

4000 4.88% 4.88% 49.59% 40.65% 16.8 1544 105

5000 0.00% 0.00% 31.74% 68.26% 16.8 1603 105

5700 0.00% 0.00% 15.61% 84.39% 16.8 1618 104

6500 0.00% 0.00% 0.99% 99.01% 16.8 1618 103

3CCT Strip — Tunable Along BBC, Constant Flux @1800K–6500K, CRI 95, 1 m (3.28 ft)

https://www.bridgelux.com/sites/default/files/DS585.pdf

